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Skid Steer Loader

XG3090

Excellent performance

#» Wheel travel mechanism, all wheel drive and skid steering are adopted.

# Flexible operation, small turning radius and compact structure.,

¢ The overall dimension is small so that spot furning can be realized. The
minimum turning radius is smaller than half of that of counterpart articulated
loader.

# Skid steer loader is especially suitable for urban infrastructure road, construc-
tion site, plant and workshop, warehouse, port, steamboat deck and even
the cabin and other narrow places.

® |t can be used in large construction machinery logistics support, site clean-
ing, project ending and other operations.

® |t also can be used as a moblle station or pump station to provide power for
portable hydraulic pickaxe and other hydraulic machines.

& Various attachments can be selected to realize quick-shift or perform shovel-
ing, stacking, lifting, digging, boring, breaking, grabbing, pushing, scarifica-
tion, trenching, road cleaning and read surface compacting and many
other functions.

Specifications and overall dimensions

[ Rated loading capacity P26 kg Wheelbase 1080 mm )
Bucket capacity 0.5 m? Tread 1400 mm
Bucket lifting time 435 Max. dumping height 22370 mm
Tipping load 1852 kg Related dumping reach 2750 mm
Bucket breakout force >34 KN Min. ground clearance 230 mm
Boom breakout force =23 KN Model YANMAR 4TNVS8
Travel speed 0-13km/h Power 50.8 Kw
Overall weight 3250 kg Stroke = Bore 110=%8
Overdll length 3550 mm Engine Cylinder number 4
Overall width 1900 mm Max. torgue 249 N.m
Bucket width 1920 mm Cooling method Watering
§ Overall height 1950 mm Qil injection method Direcfion
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