KG6261P

XGMA Pneumatic Roller



Pneumatic Roller

XG6261P
Application

XG&261P is a type of static roller, particularly suitable for the compacting opera-
tion of high grode asphalt rood surface, mixed earth, macadom layer and
roodbed.

Features

& Equipped with the Dongfeng Cummins 4BT75.9 turbocharged diesel engine, featuring the reliable performance, environmeant
friendly and energy-saving.

# Special pneumatic tyres are used to compact the layer. Uniform and dense surface is available with the kneading and

compacting force of the tyres.

The aperafing weight and dir pressure of the fyres can be adjusted to change the compacting performance for various appli-

cations.

The transmission gearbox with synchronizer guarantees effortless, flexible and reliable gear shifting operation.

The front wheel equips with the wabbler machanism, which ensures unifarm contact with the ground.

Hydraulic hoses, instruments, meters and other devices are the products from world famous companies. Stable and reliable

perfformance.

The driving is opened by combination of the drive shoft and the counter shaft. The steering. speed change and reversing can

all be done by combination of the drive shaft and counter shaft,

» Lange and comfort cabin with air-conditioner.
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Specifications
[ Description Unit XG4261P
Max. Operating Weight kg 24000
Weight of Counterweighted Water kg 3000
Weight of Counterweighted Iron kg 4500
Min. Cperating Weight kg 18500
Compaoction Width mm 2750
Min. Ground Clearance mrm 300
Min. Turning Radius mm F000
Gradeability % 0
Ground Specific Pressure KPa 200-3&0
Wheelbase mm 3860
Gearl km/h 35(F/R)
Travel Speead Gearll km/h &4 [F/R)
Gearlll km/h 15 (F)
Model Cummins 6BT5.%
Engine Speed rem 2000
Power fow 105
L Overall Dimensions [LxWxH) mim 47062 2800=3430 |

Content and specification are subject to change without notice
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