L
et
) e

AN T R .
" :‘."j‘ "‘?‘Eﬁ?':-" oy "Izrr,__-'.‘_x-

*

XGMA Wheel Loader



Wheel Loader

XG904

Excellent performance

» Perkins engine complied with Europe Il Emission Standard,
Energy Saving and Environment Protection.

® Close-type Hydrostaftic driving Systemn, with feafures of low
consumption and energy-saving.

» With special hydraulic quick-shift device, it can satisfy
mulfiple purposes of customaers,

® Integrated multiple-function operating handle. for easy
control with low effort,

& Adjustable grouped instrument, neat and convenient.

# Special arficulated frame, compact and durable.

® Wide base tyre suitable in wide range and damping seat,
safe and comfortable.

® Engine hood con be turned over forward for easy mainte-
nance,

® Smaller operating radius is suitable for flexible operation.

Specifications and overall dimensions

[ Operating weight 2380 kg Overall length 4330 mm \
Rated power 24.4 kw (Perkins 4030-15) Owverall width 1329 mm
Max, torque [ speed 24 M./ 2800 r/min Cwverall height 1950 mm
Bucket capacity 0.45 m? Dump height 2190 mm
Rated load 400 kg Dump reach &30 mm
Travel speeds wWheelbase 1550 mim
Forward f Reverse | 7 kmfh Max. breakout force 12 KM
Forward / Reverse || 18 km/h Max. gradeability 22e
Turning angle 45° Min.ground clearance 240 mm
i Turning radius 037 mm Total cycle fime 8s y
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