XGMA Wheel Loader



Wheel Loader

XG962

Optional equipment

Cold start, Three-stage air filter[desert type)

Transmission and torque converter: ZF{Livzhou), ZF[Hangzhou)
Rock bucket, Coal bucket, Light material bucket

Redirector EATON, Hydraulic hose PARKER

Heating system, Air-condifioning system(cool & warm)

Seat Grammer, Luxurious seat Grammer [with Arm rest,
Pillow. Seat belf)

Neutral start protectors, Mobile warning light, Double working
light for work condition at night.
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Excellent performance

® Superior breakout force and short cycle times (115).supply high

productivity.

® Improved yoke-type and box-section rear chassis.

» Patent hydraulic technology .high efficiency and energy-saving.

Specifications and overall dimensions

-~

Operating weight 18500 kg Overall length 8560 mm |
Rated power 175 kw{Shang chai C&121) Owverall width 3128 mm
Bucket capacity 35m? Overall height 34%0 mm
Rated load 4000 kg Dump height 3340 mm
Travel speeds Dumping reach 1380 mm
Forward I/l &6.65/11.8 km/h Transmission IF AWG200
Forward NIV 23.5/37.6 km/h Speed ranges(F/R) 4/3
Reverse I/11/1I &6.65/11.8/23.5 km/h Fuel tank capacity 300L
Turning angle 35° Hydraulic oil tank capacity 250L
Turning radius 7600 mm Lifting time 2655
L Tires 23.5-25-20 PR Total eycle time =1ls )
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